
P1.25COB SPECIFICATIONS
 
 
MODULE 
PARAMETERS

Pixel Structure COB-3in1

Pixel Spacing (mm) 1.25

Module Size (mm) 150 x 168.75

Module Resolution (WxH) 120 x 135

 
 
 
 
BOX BODY 
PARAMETERS

Unit Composition (WxH) 4 x 2

Box Size (mm) 600 x 337.5 x 30

Box Resolution (WxH) 480 x 270

Area (m2) 0.2025

Pixel Density (Dots/m2) 640000

Material Quality Aluminum die casting

Box Weight (kg) 4.4

Box Flatness ≥ 1 mm

 
 
 
OPTICAL 
PARAMETERS

Luminance 500 cd/m2 (Adjustable)

Color Temperature (K) 2000-12000 (Adjustable)

Whole Screen Viewing Angle 170 ° / 170 °

Center Deviation of Luminpoint < 3%

Gliance Uniformity ≥ 95%

Chromaticity Uniformity ± 0.0035 Cx, within the Cy

Contrast Ratio 10000:1

 
ELECTRICAL 
PARAMETERS

Peak Power Consumption ≥ 500W /m2

Average Power Consumption ≥ 250W /m2

Power Supply Requirements AC100-240V (50-60Hz)

 
 
PROCESSING 
PERFORMANCE

Drive Way Constant Flow Drive

Scanning Mode 1/60S

Repetition Frequency 50-60Hz

Screen Refresh Rate 2880-3840Hz

Grey Scale 14bit

 
 
APPLICATION 
PARAMETERS

Working Temperature 20°C -  40°C 

Working Humidity 10% - 80% RH without condensation

Life Length ≥ 100,000Hrs.

Maintenance Mode Full front maintenance

Levels of Protection IP54/IP21

Certification Type CCC


